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NOTE;-

building layouts.

ISURFACE FINISHES

TARMAC VEHICULAR ACCESS & CAR PARKING

Location;- Main car park area, residential access road & internal
servicing route

Lining;- White line marking to bays and green to highlight
pedestrian route- as per Waitrose outline specification

DELIVERIES ACCESS
Location;- Service yard
Re-inforced tarmac for deliveries vehicles to engineers details

EXISTING PATHS RETAINED

Location;- To London Road

Levels and surface finishes retained where possible and made
good if damaged

Kerbs lifted and realigned where required.

MAIN PEDESTRIAN PATHWAYS

Location;- Store and Residential areas and riverside path areas
Exposed aggregate concrete paving flag

Product;- Acheson Glover TerraPave Rimini textured concrete
block flag

Colour;- Light grey

Sizes;-600 x 400mm

PEDESTRIAN PATHWAYS EDGING BAND

Location;- Edging paving band to store and Residential areas and
riverside path areas

Product;- Marshalls Mistral exposed aggregate concrete setts
Colour;- Blend of greys to contrast main pedestrian routes and
define edge of toe path

Sizes;- mixture of 120x160mm 160x160mm and 240x160mm

SLIPWAY

Exposed aggregate insitu concrete surfacing with intermittent steps
introduced

Manufacturer;- Artevia or equal

Colour;- TBC

SLIPWAY INFILL SETTS TO MARK FORMER RAILS WITHIN
SURFACING

Historical reference to the location of former rails and where
existing rails terminate under new riverside footpath defined by a
runof concrete setts inlayed into the exposed aggregate insitu
concrete surfacing surfacing. With contrasting texture profile finish
band to edge of concrete footpath

Manufacturer;- Marshalls Mistral concrete setts

Colour;- TBC

BLOCK PAVING

Location;- Residential garden areas

Product;- Marshalls Tegular block

Colour;- mixture of Pennant Grey and Burnt Ochre

BOUNDARYTREATMENTS AND EDGING

GABION WALLING

Location;- Adjacent to riverside walk with intergrated timber
seating utilising salvaged timber from the Boat yard.
Sizes;- subject to further details

STORE APPROACH

Location;- To footpath approach

Material;- Solid seating plinth with chamfer detail - tbc
Subject to detailed design

EDGING

Location;- To edge of footpaths and car park

Material;- PCC standard half battered road kerb to carpark to
footpath interface and PCC pin edging to interface of footpath
surfacing to planting areas and other footpath surfacing

METAL RAILINGS

Location;- To Chester Way boundary sat on dwarf gabion wall
Material;- steel vertical railings set to gabion to the boundary
edge with public footpath along Chester Way

METAL BALUSTRADE

Location;- Alongside the riverside path at path junctions and to
the top of the embankment within the McCarthy and Stone
development.

Material;- steel balustrade with horizontal bars

HIGH CONTAINMENT KERB
Location;- At top of planted embankment set back from road
kerb between residential unit to the waterfront. With metal

railings set to back of kerb
Material;- PCC Trief kerb

TROLLEY RETENTION SYSTEM

Location;- At the end of footpaths to prevent trolley to prevent
trolleys from being removed from the store and car park.
System will not allow access for trolleys along the riverside
path, London Road or Chester Way.

Material;- electronic retention system

ISTREET FURNITURE

CYCLE STANDS

Location;- set to back of footpath along store approach footpath
with interface with London Road

Material;- stainless steel sheffield hoop

COVERED CYCLE STANDS

Location;- set to back of footpath along store approach footpath
with interface with London Road

Product;- Broxap Premier cycle shelter- powder coated finish.

COVERED TROLLEY BAYS
Location;- set within the car park
Product;- tbc

LITTER BINS

Location;- provided along pedestrian routes along the store
approach, riverside path and slipway.

Material;- Covered steel bins freestanding and wall/post
mounted. Final Product tbc.

GABION WALLING SEATING

Location;- Adjacentto riverside path with intergrated timber
seating utilising salvaged timber from the Boat yard.
Layout as indicated. Final sizes tbc

SLIPWAY RAIL CANTILEVERING SEATS

Location;- Within slipway re-use of the existing rails with bespoke
timber and steel cantilevering seats suspended from the rail
Sizes;- Refer to slipway drawing;- subject to detailed design

SLIPWAY SUSPENDED SEATS BETWEEN RAILS
Location;- Within slipway re-use of the existing rails with
bespoke timber and steel seating bench suspended between
existing rails

Sizes;- Referto slipway drawing;- subject to detailed design

BOLLARDS TO STORE APPROACH
Location;- Standard stainless steel bollards to top of steps at

0 O store approach, along upper footpath preventing trolley access
to retail unit. Larger stainless steel ram proof bollards to bottom
of rampto prevent vehicular access up ramp.

Sizes;- tbc. Product;- Broxap or equal
ISOFTWORKS

EXISTING TREES

To be retained within the development

Referto tree retention, protection and removal drawing for full
details of existing trees to be retained and removed

TREES

EHS & Semi mature ornamental and native trees rootballed
and wrapped. Underground staked.

Referto Softworks schedule.

Girth;- 20-25cm, 18-20cm, 16-18cm, 14-16cm etc

Planted in 900mm deepimported topsoil

FORMAL HEDGING

Hedging to be planted as a double staggered row 5/In m along a
temporary 1.2m post and galvanised mesh wire fence.

Size;- 150-180cm bare root stock.

Planted in 450mm deep topsoil

PRE- PLANTED SCREENS

Pre planted Ivy screens by Mobilane

Size;- 1.2m x 2.1m panels

Set within shrub planting ona galvanised welded mesh screen

ORNAMENTAL GROUND COVER SHRUBS

Ornamental planting. 5Ltr pot sizes mix of species.

Planted into 450mm minimum depth of topsoil with 50mm bark
mulch dressing.

GRASS AREAS
High quality cultivated turfto replace school excavations laid

on 150mm topsoil. Existing grass areas re-seeded where
necessary.

Landscape Drawings and their layout take precedent over any indicated on backgrounds
from other deciplines. Likewise please refer to Architects drawings for the latest internal
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with the Clear stemmed tree planting to pedestrian routes along waterfront and London

Courtyard parking to residential units

Featured stepped seating wall to edge of store approach. Smaller setts define edge of path

Slipway Resurfacing- Concrete

Pre planted lvy screens to J&S store Boundary treatment to Chesterway
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General Notes

1. Do not scale drawing

2. All setting out, levels and dimensions to be agreed on site.

3. The dimensions of all materials must be checked on site before being laid out.

4. This drawing must be read with the relevant specification clauses and detail drawings
5. Order of construction and setting out to be agreed on site.
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